TRUCK+RAIL DIRECT TRUCKING

TRUCK+BARGE

INFOGRAPHIC: COMPARATIVE CO, CALCULATION

Reach stacker:
1.2 | diesel
Administration:
1kg CO,

Handling (depot)
at the terminal

Truck transport with empty container:
START: 0.713 kg CO, /container-km x 30 km
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Reach stacker:
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Truck transport with empty container:
START: 0.713 kg CO, /container-km x 30 km
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Truck transport with empty container:
START: 0.713 kg CO, /container-km x 30 km
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CO,

generated:

474.5kg

Loading point Seaport
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DESTINATION:
ROTTERDAM

Truck transport with full container:

GRABEN- 0.851 kg CO, /container-km x 528.2 km

NEUDORF

CO,

generated:

248.8kg

saved:

Crane: 8.9 kWh CO,

Reach stacker:
1.2 | diesel 1.2 kg

Handling at
the terminal
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Loading point Seaport

Truck transport with full container:

Rail transport:
0.851 kg CO, /container-km x 30 km

electric: 0.279 kg CO, /container-km x 535 km;
diesel: 0.417 kg CO, /container-km x 100 km

GRABEN-
NEUDORF

WORTH-
KARLSRUHE

DESTINATION:
ROTTERDAM

Crane: 8.9 kWh
Reach stacker:
1.2 | diesel

Handling at
the terminal

Loading point

Seaport

Truck transport with full container:

Barge transport, Rhine navigation area (export, full run downstream):
0.851 kg CO, /container-km x 30 km

GRABEN- 0.17 k €O, fcontainer-km x 653 km

NEUDORF

WORTH-
KARLSRUHE

DESTINATION:
ROTTERDAM



